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COUNTUP/DOWN TIMER 99 MIN.
810024R

Numeric keypad allows for fast
programming. Counts up or down for 99
minutes in intervals of 1 second. Has a built
in stand, pocket clip, and magnet. Button
cell battery included. Weight 1.4 oz (40 g).
Dim: 2 72" x 2 5/8” x 6/8" (66 x 63 x 19 mm).

With NIST traceable certificate of
compliance: 810024RC

STOPWATCH TIMER 810025R

The unique feature of this timer is that it also
has a true stopwatch mode with 1/100
second resolution, lap and split with a range
of 100 hours. In the timer mode it counts
down from 100 hours in 1 second intervals.
The display indicates time elapsed after the
alarm and a memory recalls last timer
setting for reuse. Has built-in stand, pocket
clip, and magnet. Button cell battery
included. Weight: 1.7 oz. (48 g).

Dim: 2 5/8 x 2 %" x 3/8" (70 x 66 x 10 mm).

. With NIST traceable certificate of
¥ compliance: 810025RC

COUNT UP/DOWN TIMER 810026R 100
HRS.

Counts up or down for 100 hours in intervals
of 1 second. In count down mode a unique
feature tells you how much time has elapsed
after the alarm sounds. Memory allows
repeat of the just completed cycle. Also has
an alarm clock mode. Has a built-in stand,
pocket clip, and magnet. A button cell
battery is included. Weight 1.8 oz (51 g).
Dim: 2 %" x 2 %4"x 2" (66 x 66 x 13 mm).

s With NIST traceable certificate of
& compliance: 810026RC
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WATER RESISTANT WALL CLOCK 810034R

A quartz crystal movement in a sealed water and dust resistant case ensure accuracy and
reliability even in conditions of 100% humidity. Use in in areas of high dust and humidity such as
factories, greenhouses, outdoors, or in the lab. The attractive contemporary case is 7" (178 mm)




